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1. THE CONDUITS TO THE TELEPHONE BACKBOARD MUST BE INSTALLED AS PER THIS DIAGRAM. ALL DATA PULLS ARE HOMERUNS AND ARE NOT TO BE LOOPED OR TRAP ; ZAPPER - — LL "
TIED TOGETHER IN A JUNCTION BOX.... (FOOD LION COMMUNICATIONS VENDOR TO VERIFY RISER) O O CONTROI_ NOTES - O - o
2. (P CIRCLE INDICATES THE NUMBER OF PHONE CABLES, SUPPLIED AND INSTALLED BY THE ELECTRICAL CONTRACTOR. CABLE SHALL BE CAT 5 UNSHIELDED T T SOl GBNE W BRI GOV PR Z ] g
ETHERNET. COIL AND SECURE 15'-0" OF SLACK FOR ALL CABLE ENDS.
3 ALL CABLE ENDS SHALL BE LABELED PER RISER DIAGRAW. SHALL BE PROVIDED VA NATIONAL ACCOUNT BY FOOD LION 0 L] < —
4. ALL CABLE ENDS SHALL BE NUMBERED IF MORE THAN ONE PER CONDUI. 2. ONE SEPARATE 3/4” CONDUIT THROUGH ROOF FOR PHOTOCELL. RUN (1) O —
5. ELECTRICAL CONTRACTOR SHALL COORDINATE WITH THE FOOD LION CONSTRUCTION MANAGER AND CAT-5 RISER DIAGRAM PRIOR TO BEGINNING WORK TO 4-CONDUCTOR SHIELDED CABLE (#22AWG OR LARGER) FOR PHOTOCELL. TERMINATE O 14 Y o
PREVENT PULLING DUPLICATE OR UNNECESSARY RUNS, PER ENERGY MANAGEMENT CONTROL DRAWINGS. PHOTOCELL SHALL BE LOCATED ON =
6. " \ \ \ THE ROOF, IN AN OPEN AREA, IN A HORIZONTAL POSITION, WITH A NORTHERN LL O O 0
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1 CONDUIT-STUB ¢ CONDUIT-STUB 5. PROVIDE 3/4” CONDUIT TO EACH REFRIGERATION CONTROLLER AND ECP PANEL TO
ABOVE CEILING N ABOVE CEILING N THE PHONE BOARD FOR CAT 5 COMMUNICATION CABLE. NO OTHER CABLES SHALL BE
RUN IN THIS CONDUIT. FLPROJECTNO..  2654FLMHP24
6. LEAVE RIGHT HALF OF TROUGH OPEN FOR ENVIRONMENTAL CONTROL CONDUITS (BY
THE ELECTRICAL CONTRACTOR) PER SHEET E4.01. MECHANICAL CONTRACTOR SHALL FILENAME: 2654 E2.01_00.dwg
B AT 3" AFF E-COMMERCE CABINET AND MONITOR NOTE: FINISHED FLOOR FINISHED FLOOR PROVIDE ALL ENVIRONMENTAL CONTROL WIRING AND TERMINATIONS.
) - T 1. MONTTOR POWER AND DATA IS NOW PROVIDED 7. PROVIDE 3/4” CONDUIT FOR EMS CONTROL TO MECHANICAL ROOM EXHAUST & YCHA COM. # 22423.00
J.B. AT 81" AF.F. (CAT-5/LOW VOLTAGE (CAT-5 CABLES FOR PRINTER g;Rgf\%\H S\O;OQ'ES’&ETEA[EE WIRE — NO OUTLET SUPPLY FAN (IF REQUIRED) (4 #4 W/GND)
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PROVIDE PULL STRING FROM WRE-MOLD /5 NFLY TRAP / BUG /APPER DETAIL CONTROL, TERMINATE PER ENERGY CONTROL DRAWINGS. NO OTHER CONDUCTORS Construction
) J.B. TO TOP OF CONDUIT 3. EQUIPMENT TO BE SET IN PLACE BY G.C. E2.01 /NOT TO SCALE SHALL BE RUN IN THIS CONDUIT. SEE DETAIL #8 THIS SHEET. 09-20-2024
MONITOR MOUNTED SO TOP IS AT 83 ABOVE CEILING) 9. PROVIDE 3/4” CONDUIT FOR EMS CONTROL FOR PLL CONTACTORS (8 #14 W/GND) .
AFF. T0 ALIGN WITH EQUIPMENT HEIGHT — 10. PROVIDE 3/4" CONDUIT TO CU-1 CONDENSING UNIT ON ROOF FOR EMS CONTROL REVISIONS:
R AND 3/4” CONDUIT FROM CU—1 TO COOLING STAGE SOLENOIDS.
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VOUNT ELECTRICAL CONTRACTOR IS TO MAKE SURE THAT NO MC OR FLEX CABLES ARE
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