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NOTE:
——— AL,01, 45200 e L
T_E NEW LIGHTS ® =2 EXISTING EXIT LIGHTS HAVE 4 MMM OF SO-MNUTE BATTERY BACKUP LIGHTING PLAN KEY NOTES < GENERAL NOTES:
CZZACA RELOCATED LIGHTS ey NEW/RELOCATED X LIGHTS 700120)(3)E) THEN THE DISCOMNECTIG " g;%EFNgRgchuﬂgN CT(())OFEQ;[EINF/Q\EELQ(IEZ%%IRFEEACE(I)\INTQESITITI-TIOSIGN T ERNISE, SURCLASE. PROM YLV A e NATIONAL. CONTRACY PR
Y, Y 4 EXISTING EMERGENCY LIGHTS N . OTHERWISE. PURCHASE FROM SYLVANIA AT THE NATIONAL CONTRACT PRICE.
=N DD ST ot C o AL BE ) ggg;m{?gwm W REFRIGERATION PPING ON TP OF FOR PURCHASE, CONTACT SYLVANIA AT 1-800-573—1514 EXT. 0066. THE
EXISTING LIGHTS X NEW EMERGENCY LIGHTS e 00F ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL .
B oA NATERUALS. DEVICES. APPLANGES : QUANTITIES, RATINGS, LENGTHS....ETC. ANY DISCREPANCIES SHALL BE AI’Ch Ite CtS
- #8  NEW NIGHT LIGHTS X X ENERGY MANAGEMENT AND EQUIPMENT SHALL BE LABEL LISTED BY A 3. RECEPTACLE AND JUNCTION BOX FOR DELI MONITOR MOUNTED RESOLVED WITH SYLVANIA PRIOR TO BID. CONTRACTOR SHALL BE
ezl il LOAD NUMBER. NORTH CAROLINA APPROVED THIRD PARTY TESTING IN CEILING TILE, SEE SHEET E4.01 FOR CIRCUITRY, RESPONSIBLE FOR ANY ADDITION TO THE BILL OF MATERIALS DUE TO
——1 SHIELDS a———o NEW UP-LIGHTING AGENCY COORDINATE EXACT LOCATION WITH FOOD LION CONSTRUCTION LOCAL, STATE GOVERNMENTAL CODES.
s _— — POWERED TRELLIS — SUPERVISOR. 2. EMERGENCY & EXIT LIGHTS SHOWN ARE A MINIMUM. ENGINEER OF RECORD
SEF ¢ B — NON—POWERED TRELLIS MO T WILL BE ORDERED WITH CURRENT ! 4. NEW/RELOCATED BUS-STRUT FIXTURE. WIRED BY ELECTRICAL SHALL PROVIDE EMERGENCY LIGHT FIXTURES IN ACCORDANCE WITH LIFE
. COOLER/FREEZER LIGHTS LIMITING DEVICES | CONTRACTOR, INSTALLED BY DECOR CONTRACTOR SURFACE SAFETY CODE 101 SECTION 5-9 AND LOCAL ORDINANCE.
et | MOUNTED TO CEILING. COORDINATE POWER DROP WITH BUS 3. ALL JUNCTION BOXES LOCATED IN NEW COOLERS & FREEZERS ARE TO BE 7035 NORTHWINDS DR NW
NEW/ RELOCATED | STRUT SUBMITTAL WEATHERPROOF. AFTER WIRING IS COMPLETE, SEAL ALL PENETRATIONS PER CONCORD, NC 28027
* f COOLER /FREEZER LIGHTS | EXISTING LIGHT FIXTURE, RELOCATED, EXTEND LIGHTING NEC 370-15 TO PREVENT MOISTURE TRANSFER AND ACCUMULATION. ANY 704.700.2000 | ycharch.com
— | CIRCUTS FOR NEW LOCATION OF FIXTURE. FIELD VERIFY MOISTURE ACCUMULATION,/CONDENSATION OR ICE PRESENT WITHIN A
| EXISTING CONDITIONS. DO NOT OVERLOAD EXISTING CIRCUITS. REFRIGERATED SPACE, CONDUIT BODY, ELECTRICAL BOX OR FIXTURE SHALL P ROFESSIONAL SEALS.
i | EXISTING LIGHT FIXTURE, RELOCATED, CONNECT TO NEW BE REMOVED WHILE THE ENTRY POINT IS PROPERLY REPAIRED/SEALED. '
< | G R e NEW FICTURE. LOCATION. FIELD VERIFY . ALL NEW LIGHT SWITCHES ARE TO BE WOUNTED NO MORE THAN 44" AFF.
2 i NEW LIGHT FIXTURE, CONNECT TO EXISTING ELECTRIGAL 5. ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR RUNNING ALL NEW WIRING
| CIRCUIT. FIELD VERIFY EXISTING CONDITIONS; ELECTRICAL T0 PANELS & CONNECTION OF ALL FIXTURES.
| SR Ton 10 VERIFY EXISTNG CIRGUT 15 NoT 6. ELECTRICAL CONTRACTOR SHALL SUPPLY & INSTALL END CAPS ON BOTH
| 8. NEW LIGHT FIXTURE, CONNECT TO NEW ELECTRICAL CIRCUIT. E\INSDTiLEI-IZ:D %E?%Egﬁwﬁé?% BN},#%E FTXUTTJ‘RESO END CAPS SHALL BE
© G) : FIELD VERIFY EXISTING CONDITIONS; ELECTRICAL CONTRACTOR 7. ELECTRICAL CONTRACTOR SHALL SUPPLY & INSTALL JUNCTION BOXES
> o BRI oo o 197
...................................................................................... |__ . 8‘ ALL EMERGENCY LlGHTlNG SHALL BE ON A SCHEDULED ClRCUlT’ AND ON
| 0 &VS(L);BYLAAST? EQE\IETG%?:H%N SSEAEN SEgUA%%TTEEéﬁg-F THE LINE SIDE OF ANY ENERGY MANAGEMENT CONTROLS.
| . T S S 1 5 AR A -
,,,,, | CONTRACTOR. RUN CIRCUIT THROUGH EXISTING CONTACTOR OTHERWISE. THE ELECTRICAL CONTRACTOR SHALL VERIFY SIZE WITH
| FOR EMS CONTROL (EMS CIRCUI #14). PROVIDE NEW EQUIPMENT AND SUPPLY ALL NEW BREAKERS AND RE-SIZED BREAKERS
<R S B S S S 7 B W PRt | | CONTACTOR IN ENCLOSURE IF REQUIRED. FOR EXISTING CIRCUITS AS REQUIRED.
{ S T 5 100 R 00 S OO 00 00T 6RO O A0 0 A O 000 0 S SN 1A S s [ S IS S B B -1 S I | 1. EXISTING CASE UPLIGHT RELOCATED, CONNECT LIGHT TO 11. ALL NEW WIRING SHALL BE DONE IN STRICT ACCORDANCE WITH N.E.C.
O i | EXISTING UPLIGHT CIRCUIT. ELECTRICAL CONTRACTOR TO STANDARDS AND WITH FOOD LION STANDARDS. NO SLOPPY OR HAZARDOUS
i M g8 | VERIFY EXISTING CIRCUIT IS NOT OVERLOADED. WORK WILL BE ACCEPTED, NO COLOR CHANGES IN WIRE RUNS, MISLABELED
B Sl a® | 12. ELECTRICAL CONTRACTOR TO COORDINATE WITH FOOD LION CIRCUITS, ETC.
| ] PRODUCE COOLER o M | CONSTRUCTION SUPERVISOR AT TIME OF WALK THROUGH NEW 12. ELECTRICAL CONTRACTOR IS TO MAKE SURE THAT NO MC OR FLEX CABLES
| T 00 OO0 0 OO0 00 0 010 OO0 000 SOOI NP SO OO VAR OO RIS O MO OIS 11 S O 1 B 3 I B I S EMERGENCY AND EXIT SIGNS, WHITE FIXTURES. ARE USED UNLESS OTHERWISE NOTED. MC OR FLEX CABLES CAN ONLY BE
- C [ | 13. NEW LIGHT FIXTURE TO REPLACE EXISTING (LIGHTING LOAD TO USED IN SHORT RUNS FOR LIGHTING FEEDS. ELECTRICAL METAL TUBING
| BE REDUCE (FLUORESCENT TO LED REPLACEMENT)), CONNECT MUST BE USED TO CONNECT PANEL TO JUNCTION BOX AND HAVE OWNERSHIP OF INSTRUMENTS OF SERVICE:
| TO EXISTING ELECTRICAL CIRCUI. FIELD VERIFY EXISTING COMPRESSION TYPE FITTINGS. SEE SPECIFICATIONS FOR STANDARD All epart, specifcaions, pans, computer fles, ikl deta
| CONDITIONS; ELECTRICAL CONTRACTOR TO VERIFY EXISTING PRACTICES. shal amain the propery o ne Dsign Projessional. The
1 | CIRCUIT IS NOT OVERLOADED. 13. ELECTRICAL CONTRACTOR SHALL INSTALL WIRE GUARDS OVER NEW LIGHTS o her roeervadrights, meliting ine sopyHt erets.
| | ON 8'—0" CEILINGS OR LOWER THROUGHOUT THE ENTIRE STORE. 10 bo reproduced o copid in whle or any part. s not o
! | NOTE. 14. PROVIDE TUBE SHIELDS FOR ALL NEW LAMPS IDENTIFIED WITH "TS” reaan P evright 024
i | | BUS STRUT WILL BE ORDERED WITH CURRENT INCLUDING BUT NOT LIMITED TO FIXTURES IN PRODUCE PREP AND
@ ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~ | LIMITING DEVICES PRODUCE SALES. SEE LIGHTING FIXTURE SCHEDULE ON SHEET E6.02 CONSULTANT:
,,,,, | 15. ALL UP-LIGHTING ATOP THE PERIMETER HIGH DECK REFRIGERATED CASES -
........ : | SHALL BE LATEST LED TYPE PER FOOD LION STANDARDS (SEE LIGHT S
FIXTURE SCHEDULE ON SHT. E6.02). UP—LIGHTING SHALL BE INSTALLED TURGHLL ip
,,,,,,,,,,,,,,,,,,,,,,,,,,, | THRU THE ENERGY MANAGEMENT SYSTEM; REFER TO E6.03 FOR CORRECT
| LOAD #. INSTALL A COMBINATION OF 4’ AND 8' LIGHT FIXTURES ABOVE THE [NG N[[R NG
| CASES FOR EVEN LIGHT DISTRIBUTION ALONG THE WALLS. EXAMPLE: 8’ ° Lo
"""""""" | CASE SHOULD GET (2) 4’ LIGHT FIXTURES OVERLAPPED. LIGHTING TO BE DEHNCTON NE 279
. 3 N i : . : ~ | INSTALLED AT LEAST 8" IN FROM THE EDGES OF THE CASES AND AS 03 28149 PH.
S o el N o o = T O O I o O e | CLOSE TO THE FRONT OF THE CASE AS THE VALANCE WILL ALLOW. o X (990 296-6393 FA
HR Gﬁ%gﬁg o : : : ; §of 5 5 § Lo | 16. THE FOOD LION STOREFRONT SIGN IS FURNISHED & INSTALLED BY OTHERS.
G STHeNe Y YR LT O DO N WO | I TN O OO OO O SO0 O MO U O SO O WO O : i l§5,< ) THE ELECTRICAL CONTRACTOR SHALL PROVIDE PIG-TAILS, FINAL CONNECT CLIENT:
_ T, ' Hoooo e ] WIRE STOREFRONT SIGN AND WIRE TO APPROPRIATE CIRCUITS.
B : 1o | 17. ANY LIGHT FIXTURES TO BE REUSED ARE TO BE REMOVED AND STORED IN A
""""""""" q : | MANNER THAT RENDERS THEM REUSABLE IN A SECURED TRAILER BY THE -
~~~~~ | GC./EC. Salisbury, NC 28145 FOOD LION
T O R [ s o o A N [ N S S S S e o S S T [ O S 0 S O | O S S W SO SO R O SO O S O O S | 18. ALL "E” LIGHTING SHALL BE ON A DEDICATED OR LABELED CIRCUIT AND BE
i | ON THE LINE SIDE OF ANY ENERGY MANAGEMENT CONTROLS.
i |
@ : T U HANGING TRACK SYSTEM NOTES: (SUPPLIED BY (7)) ©
C P Co——oa FOOD |_|ON) Z Q
: ~ - 1o o e | PRODUCE_AREA EQUIPMENT: (SILVER COATED) N
""" : A R R bt S | 2 CIRCUIT SILVER TRACK BY BUS STRUT; PROVIDED BY FOOD LION, INSTALLED BY O O
: : ' L s : . | & I & DECOR VENDOR, WIRED BY ELECTRICAL CONTRACTOR. <t - pa
e | o N FLECTRICAL: o) = £
o [ = R (N T TN L T 0 S S A0 O AU A s {1 S s St /A s S /s S A s s {1 B | THE TRACK SYSTEM WILL HAVE A SINGLE CORNER DROP FROM A 4"X4” JUNCTION © < £
1| | —oepaRTMENT BOX STRATEGICALLY LOCATED IN THE BAR JOISTS ABOVE THIS AREA. BX CORD TO P 5
3 [ MANAGER'S SN S & BE SILVER. ELECTRICAL CONTRACTOR TO PROVIDE TWO (2) 20 AMP CIRCUITS. O N m 0
D A IR N T [ e e R Y N e e s s B o e o o e e s G e o e 0 s e s S s S P S | OFFICE ELECTRICIAN WILL NEED 90-DEGREE CONNECTOR INTO KNOCKOUT OF FITTING. - =
— | B B B _— ")
,,,,,,,,, | TRELLIS SCENARIOS: — O = 2
~~~~~~~~~~~~~~~~~~~~~ : : : : i = s lo lo o EXISTING TRELLIS (1 CIRCUIT TRACK) TO REMAIN- NO CHANGES. EXISTING Z il g
A :_ b B I r Lo (1 R || TRELLIS WILL REMAIN ON SINGLE ELECTRICAL CIRCUIT AND EMS LOAD 1. Q
BUOLOUNGE ||t . : s : : : : : 4 W/ 8 8 5 o EXISTING TRELLIS (2 CIRCUIT TRACK) TO REMAIN- EC TO VERIFY 2 < -
. e , : : S a el ELECTRICAL CIRCUITS ARE DEDICATED AND SPLIT 1/3 VS. 2/3 ON EMS O LLl »
..................... __ ' : SR CAi E-COMM LOADS 1 & 9. m O
& — ; : : : 5 5 1 e S ROOM N e EXISTING TRELLIS TO BE REPLACED WITH BUS STRUT— EC TO VERIFY 2 O m o
....... ' R S S 1 | MV ELECTRICAL CIRCUITS ARE DEDICATED ON EMS LOADS 1. O N
B = ' . - : | e NO TRELLIS EXISTING, ADDING BUS STRUT- REQUIRES 2 DEDICATED LL O &
G - - | CIRCUITS, ON EMS LOADS 1. - — c
B 2800 | w m X
G — = TRANING ROON &ﬁ | @j GC SHALL NOT WIRE TRELLIS TO AN EXISTING LIGHTING LOAD/RUN. M -
w/wf & - 11— TRACK LAYOUT: 0
MECHWICAL || | VESTIBULE THE PRODUCE TABLE ARRANGEMENT ON THESE DRAWINGS HAS BEEN APPROVED = o
- B sl S| | | AND SHOULDN'T BE CHANGED UNLESS REQUESTED BY FOOD LION. BE SURE Z 5
T EE Y | THAT THE TRACK HEADS ARE MOUNTED AS INDICATED ON THE DRAWINGS. -
& e S | L | ADJUSTMENT CAN BE MADE AFTER THE TABLES ARE IN PLACE.
i<
; | S | N NI | S G 0 S R T 10 S N S 7 oy | INSTALLATION: (BY DECOR CONTRACTORY):
B - - | THE TRACK SYSTEM AND TRACK HEADS WILL BE DELIVERED AND INSTALLED BY FLPROJECTNO. 2654FLMHP24
SER e o - REUODELED | SOUTHEASTERN PRODUCTS. ELECTRICAL CONTRACTOR TO PROVIDE POWER TO
DARY @ Ll ' % 1 NG| EERG)] I . g | B NSNS | TRACK AND CONNECT. FILENAME: 2654 E1.01_00.dwg
COQR | B N pe—— | TRELLIS MOUNTING HEIGHTS (APPLICABLE TO NEW TRELLISES):
! I e ) o (e A O O O £ L T I L s A et R & 1 I | 10’ AFF CEILING— MOUNT TRELLIS TO CEILING, MAINTAIN 8" MIN. YCHA COM. # 22423.00
......... | HORIZONTAL CLEARANCE FROM SPRINKLER HEADS.
| « 11" AFF CEILING— MOUNT TRELLIS TO CEILING, MAINTAIN 8" MIN. PHASE & DATE:
| HORIZONTAL CLEARANCE FROM SPRINKLER HEADS. Construction
T T e oed| | 12’ AFF CEILING & HIGHER— MOUNT AT 10'-6" AFF. Documents
Byuop_ Wop-1 B B ; cpeee e | «  GARDEN COOLER INTERIOR— MOUNT TRELLIS AT 10°—6" AFF 09-20-2024
MDP-3 0 ]Q@@LJ : | GARDEN COOLER SALES AREA- SEE ABOVE. REVISIONS.
e o MEAK N s - IRERZER NTEE ) | '
h .
h 4 e N BUS STRUT CONTACT:
XNV @ opE crase” ® ELIZABETH DURBIN (614)933-8695 X. 1006
ks T T EADURBIN@BUSSTRUT.COM
REFER TO SHEET £6.02 FOR LIGHT FIXTURE SCHEDULE
REFER TO SHEET E6.05 FOR ENERGY MANAGEMENT SYSTEM NOTES —
ELECTRICAL
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